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SAFETY IS YOUR RESPONSIBILITY!  READ, FAMILIARIZE YOURSELF AND ANY 
OTHER USER OF THIS MARKER WITH THE SAFETY INSTRUCTIONS IN THE 
TIPPMANN A-5 MANUAL.  FOLLOW THE SAFETY GUIDELINES SET FORTH IN 
THE TIPPMANN A-5 MANUAL.  THE TIPPMANN A-5 MANUAL CAN BE FOUND AT 
TIPPMANN WEBSITE: WWW.TIPPMANN.COM 
 

 
WARNING 

ALWAYS KEEP TRIGGER SAFETY IN SAFE MODE UNLESS FIRING AS DETAILED IN THE 
A-5 INSTRUCTION MANUAL. 
 

WARNING 

THIS IS NOT A TOY.  MISUSE MAY CAUSE SERIOUS INJURY OR DEATH.  EYE, FACE AND 
EAR PROTECTION DESIGNED FOR PAINTBALL MUST BE WORM BY THE USER AND ANY 
PERSON WITHIN RANGE.  WE RECOMMEND AT LEAST 18 YEARS OLD TO PURCHASE.  
PERSONS UNDER 18 MUST HAVE ADULT SUPERVISION WHEN USING THIS PRODUCT.  
READ THE OWNER’S MANUAL BEFORE USING THIS OR ANY PAINTBALL PRODUCT.  
USE THIS PRODUCT AT YOUR OWN RISK. 

WARNING 

ALWAYS KEEP BARREL SLEEVE INSTALLED WHEN NOT IN SHOOTING SITUATION. 
WARNING 

DO NOT DISASSEMBLE THIS MARKER WHILE IT IS PRESSURIZED WITH AIR.  DO NOT 
PRESSURIZE A PARTIALLY ASSEMBLED MARKER. 

Information 
REVIEW THE TIPPMANN MANUAL FOR RECOMMENDED SAFETY PRECAUTIONS. 
 
 
Congratulations on your purchase of the B-5, modification to the Tippmann A-5.  This modification will 
provide you a tactical advantage over your opponent!  The B-5 is designed to accept many upgrades and 
can be customized to your playing style. 

 
If you are unsure of your abilities to complete the assembly of the B-5 seek the help of an 
expert. 
 
 

Help is always available on our  website and through our  forum user  community at 
www.identitycr isispaintball.com click on the ‘ forum’  button for  the user  community. 

 

Before modifying the A-5: 
1) Completely empty all paintballs. 
2) Remove gas supply and completely depressurize the marker.  To depressurize the 
marker cock and pull the trigger until completely depressurized. 
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1. Before installation of the A-5 into the B-5 ensure the A-5 is working properly.  If the A-5 is not 

properly functioning the A-5/B-5 will not function properly.  
2. Remove the grip, front sight, ASA and foregrip from the A-5.  Remove the ASA bottom line from 

the tombstone but do not remove the tombstone.  Replace the screw that was removed to in order to 
take off the sight. 

 
If you have a Flatline barrel, install it on your A-5 at this time.  The Flatline cannot be installed 
after the A-5 is installed in the B-5.   
 

3. Completely remove the cyclone hopper.  Remove the cyclone nut and the banjo screw.  The cyclone 
should easily slide off the A-5. 

 
4. Remove the bolts from the B-5 that were installed prior to shipping.  Remember the location of the 

bolts as you will need to reinstall them in the same location.  
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5. DECISION:  You will need to modify either the A-5 or the B-5.  
a. A-5 Modification: The front lip on the A-5 has to be removed.  Cut the lip with a rotary tool 

such as a Dremel or a hacksaw ½ of the way down.  After removing the front tip clean up any 
sharp edges with a metal file or a grinder.  See picture below: 

 
Wear safety glasses when modifying the A-5.  If you are unsure of your ability to 
modify the A-5 seek the assistance of a professional. 

 
 

 
 

- OR - 
  

b. B-5 Modification:  Place your A-5 inside the right B-5 receiver half and mark out on the B-5 
the section that you need to remove.  See picture below. 

 

 
After you have marked your B-5, cut it with a rotary tool such as a Dremel.  Make the notch about as 
deep as ½ of your A-5 receivers.   
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Wear safety glasses when modifying the B-5.  If you are unsure of your ability to 
modify the B-5 seek the assistance of a professional. 

 
 
6. If your A-5 has a serial number of 364500 or higher and has the banjo connection area shown below 

a slight modification has to be done to the left B-5 receiver half to permit the A-5 to seat properly.  
No modification to the B-5 is required if the banjo area does not look like the picture below (note the 
additional ‘screw’  on the top).  To modify the B-5 left receiver half, increase the ‘divot’  by 
approximately 1/8 inch as shown on the silver area on the picture on the right. 

    
7. Remove the entire grip and trigger assembly by removing the two push pins from the A-5.  Gently, 

slide the grip off of the A-5.  You may need to wiggle the grip to remove it.  Set the push pins aside.  
Begin removing the three Phillips screws from the grip. 

a. Remove the three Phillips screws from the grip-frame holding the grip together.  After the 
three screws are removed, the grip halves should now easily come apart.  If the ASA bolt was 
not removed in step 1 remove it now.  

b. Gently remove the grip halves.  Use caution when removing the halves.  After the grip has 
been opened remove the trigger guard and the trigger assembly.  Set the trigger guard and 
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trigger assembly aside  See picture below: 

 
 
 
8. The picture below shows the parts that you removed from the A-5 grip assembly to assemble the B-

5.  Set these parts aside.   
These parts are: Two Phillips screws, trigger, trigger spring, trigger assembly, two push pins and 
one long hex bolt from the grip ASA. 

 
 

9. Remove the two small hex bolts (see picture below) then remove the two rear hex nuts from your A-
5 receiver.  To remove the nuts, you will need to take the two long bolts, provided with your B-5 kit, 
and thread them through your A-5 (see pictures on next page).  Use the long bolts to push the nut out 
of the opposite side.  If the nut does not push out, a gentle tap with a hammer will free the nut.  Both 
nuts above the trigger assembly are required to be removed.  Set these nuts and screws aside. 
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Do not use excessive force while trying to remove the hex nuts.  A gentle tap should free the hex nuts.  
If not, make sure there is not an obstruction blocking the hex nuts. 
 

Nut #1 Removal 

 

Nut #2 Removal 

 
 
Your A-5 should now have the rear two bolts and nuts removed from the A-5.  See picture below: 



 8 

 
 
NOTE: The A-5 will not seat into the B-5 properly if the hex nuts are not removed from the A-5.  Your 
A-5 should look like the A-5 in the picture above (Note the removed hex nuts)  
 
Tr igger  Assembly: 

 
Make sure to use the same trigger assembly that was removed from your A-5.  Using a 
trigger assembly from another A-5 is not recommended.  Unexpected problems can occur if 
you use a different trigger assembly. 

 
10. Remove one side plate from trigger assembly in order to gain access to the trigger, trigger spring, 

pins, and sear.  Carefully remove the trigger by pulling it straight up relative to the trigger assembly.  
You may have to wiggle the trigger a little bit to free it.  While removing the trigger, place a finger 
over the trigger spring to prevent it from springing loose.  Set aside the trigger and trigger spring.  

 
11. Remove the two pins indicated in the picture above from the plastic trigger assembly.  The two pins 

can be removed by pulling them out with pliers or by flipping the trigger assembly over and pushing 
on the pins with a Phillips screw driver.  You will need these two pins on your B-5.  Set the pins 
aside. 
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12. If your A-5 is a stock A-5 without an e-grip you must install the A-5E sear that is provided with the 
B-5 kit.  If your A-5 has an e-grip, skip this step.  Remove the non e-grip sear by pulling it off of the 
trigger assembly.  Place a finger over the sear spring to prevent it from springing loose.  Set the 
standard A-5 sear aside, you will not need this part in your B-5.  Insert the A-5E sear that was 
provided with your B-5 kit in the same location and orientation that the non e-grip sear tripper was 
in.  Make sure to insert the sear spring into the A-5E sear tripper.  Make sure to use the same exact 
spring from your old sear.  Do not accidentally install the trigger spring!     

 
If you are unsure which style of grip that you have ask a friend or a paintball store owner 
for assistance.  The B-5 will not function properly if the incorrect sear tripper is installed.  
Generally, if your A-5 can change firing modes (i.e. full auto, 3 round burst, etc) you 
have an e-grip.  

 

 
13. The two pins, spring, trigger and trigger guard will be used on the right receiver half of the B-5.  

Insert the pins in the location shown in the picture below.  The end of the pin with the groves/ridges 
should be inserted into the right B-5 receiver half.  To properly seat the pins, push them into the right 
B-5 receiver half with pliers or tap them into place with a gentle tap of a hammer.  The pins are 
seated properly when they no longer wiggle.  It may take a little force to seat the pins properly.   

 
Be careful not wiggle the pins too much while installing them.  The holes to receive the 
pins are designed to be tight to ensure a solid and secure fit. 
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14. Install the spring, trigger, and trigger guard. As shown in the picture below.  If you have an upgraded 

trigger (i.e. JCS Dual Trigger) install it now instead of the stock A-5 trigger.   

 
 

NOTE: You may want to adjust the metal “ tongue”  on the switch to make better contact with the trigger.  
You can adjust it by carefully bending it.  Adjusting the metal tongue is generally not necessary.   
Consult the APE manual and/or APE website (www.goapeonline.com) for additional information. 
 

 
Be careful when bending the metal tongue as you may damage the tongue and or the switch. 
 
 

15. Insert the sear assembly into the A-5/B-5 receiver above the electronics board. 
NOTE: you may have to tilt the A-5 to get it to slide in.   
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16. Next, place the A-5 into the right B-5 receiver half.  The two alignment ‘knobs’  on the right B-5 

receiver half will seat into the A-5 where the hex nuts were removed. The A-5 should seat into these 
‘knobs’  and should not slide off.   

 
 

17. Insert the provided armature pin:  Make sure you put the armature pin under the wires for the 
capacitor and the solenoid.  The armature pin should be placed above the battery wires and on the 
armature pin guides as shown in the picture below.  Note: if you are reusing your eboard you will 
reuse your armature pin and esear.  Verify you are reusing the correct sear!  
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NOTE: The solenoid should be in the “open”  position when the armature pin is installed.  See picture 
below: 

 
 
18. The B-5 safety that is supplied with your B-5 should be installed already.  Do not use the A-5 safety.  

The safety is inserted behind the trigger and above the switch.  The safety is inserted into the right B-
5 receiver half with the red band on top, as shown in the picture below.   

 
 
To ensure safe operation the safety must be installed in the B-5. 
 
 

 
19. If a lower drop forward mount will be used install two square 10/32 nuts into the two slots at the 

bottom of the B-5 grip. 
20. Install side rails if they will be used.  You should fully tighten the side rails (optional accessory). 
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21. Install hardware for top and bottom rails if they will be used (optional accessory).  To aid in the rail 
installation, loosely thread the rail bolts through the rail and into the mounting nuts.  Do not tighten 
the rails at this time. 

22. Install rear sling mount.  The sling mount can be placed on either the right or left receiver half 
depending on your shooting preference (optional accessory).  Removable Loctite or thread locker 
can be used on the sling mount to prevent it from loosening over time. 

23. Place the left B-5 receiver half over the right receiver half that contains the A-5.  The B-5 receiver 
halves contain alignment pins to aid in the installation of the receiver halves.  Ensure the trigger and 
battery wires will not be pinched during installation of the left B-5 receiver half.  Begin by aligning 
and seating the rear of the B-5 first then working toward the front of the B-5.  Align the safety and 
the front of the B-5 after the rear has been seated properly.  During receiver half alignment try not to 
move the B-5 too much as this could allow the armature pin to slip off its guide pins.  Take your 
time during alignment! 

 

To ensure safe operation the safety must be installed in the B-5. 

 

 
 

The B-5 will not function correctly if the battery and/or the trigger wires 
are pinched during installation.  Hot glue has been used to help secure 
the wires and prevent the wires from becoming pinched between the B-5 
receiver halves.  Areas that can pinch are around the battery area, near 
the front trigger/ASA area. 

Note:  Make sure the armature pin is not bumped off of its guide pins during the left receiver halve 
installation.  If the armature pin is bumped off of its guides the B-5 will not operate correctly.  
 
24. After the receiver halves are aligned install the rear bolts to secure the B-5.  First install a long hex 

bolt into the rear of the B-5 then install the other hex bolt as shown in the picture below.  Grab and 
squeeze the B-5 to prevent the armature pin from falling off of its guide.  Only install the two hex 
bolts as shown below.  Take your time with this step.   
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DO NOT over tighten the rear bolts!  If the rear bolts are over tightened the B-5 will not 
fire and it will expose gaps at the bottom of the B-5.  The rear bolts should be tightened 
flush to the nuts on the other side.  See picture below: 
 

 
 
25. Remove the Tippmann end cap by removing the upper push pin and pulling it out.  Remove the end 

cap, drive spring and guide pin.  Set the drive spring, guide pin and push pin aside.  The Tippmann 
end cap will not be used in the B-5. 

 
26. Install the B-5 buttplate using the push-pins that you removed from your gripframe/end cap.  Insert 

the bottom of the buttplate into the slot on the bottom of the B-5.  Visually align the holes and install 
the bottom push-pin.  Install a battery now.  Insert the drive spring and guide rod now.  Swing the 
buttplate to the almost closed position as shown in the picture below.  Make sure the spring assembly 
is inserted into the center of the buttplate.  After the spring assembly is inserted into the buttplate 
close the buttplate and insert the other push pin to secure the buttplate. 

 

 
 
27. Test your assembly by pointing the A-5/B-5 in a safe direction then cock the A-5 and pull the 

trigger.  The test is a success if the solenoid fires and trips the sear.  If this did not occur review the 
steps above paying particular attention to steps 22-24. 

28. Install the ASA bottom line and install the remaining bolts into the B-5.   
29. Replace the cyclone feeder by replacing the feeder housing bolt (aka the cyclone bolt) and 

reattaching the banjo screw.
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30. Install two of the grip screws into the barrel shroud.  Grab the shroud and tightly squeeze the shroud 

together then insert the screws. 

 
31. Tighten the top and the bottom rails if they were installed (optional accessory). 
 
32. YOU ARE DONE!  Cock your B-5, and pull the trigger to make sure everything fires.   

 
 
Help is always available on our  website and through our  forum user  community at 
www.identitycr isispaintball.com click on the ‘ forum’  button for  the user  community. 
 
 
For warranty information contact the respective manufacture. 
Product Company Website 
B-5 Identity Crisis Paintball www.identitycrisispaintball.com  
A-5 Tippmann www.tippmann.com  
APE Board APE www.goapeonline.com 
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Additional Information 
 
To change the firing modes on the e-board press the upper button with a ‘ tool’ , the lower hole contains 
the LED indicating the current firing mode.  Consult your e-board for additional information. 
 

 


